


Extra Low Loss Magnetic Silicon Steel

Plated Hardware

Precision Air Gap

Rigid Cast Iron Construction

Thick V-Ring Slinger

Corona & Spike Resistant
Magnet Wire, VFD Duty

Colour Coded
Shaft Protectors
3600 RPM = Yellow
1800 RPM = Red
1200 RPM = Blue

Pre-Packed, Double Sealed,
Oversized NSK/SKF Bearings
up to 210T Frame

Open, Regreaseable,
Oversized NSK/SKF Bearings 
above 210T Frame

Corrosion Resistant
Internal Epoxy Primer

High Efficiency
Non-Sparking Fan

Cast Iron
Fan Covers
Standard 
On Frames 
405T–449T

Corrosion Resistant
External Epoxy 
Primer And Paint

Polyrex EM
Polyurea Grease
Specially Formulated
For Electric Motors

Cast Iron
Internal Bearing Caps

Non-Hygroscopic VPI
Winding Treatment

Dynamically Balanced Rotor

Clearly Numbered Lead Gasket and Lead Markers

Oversized Cast Iron Conduit Box, Rotatable in 90˚ Increments

Hex Head Fasteners

Corrosion Resistant Coating

Class F Windings
with Max. Class B
Temperature Rise

Cross-Section View

Note: Construction Varies With Frame Size.

ULTRAline-PE TEFC C-Face Dimension Data (inches) ULTRAline-PE TEFC D-Face Dimension Data (inches)
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THINK DEPENDABLE

THINK

Frame AG AH AJ AK NEMA 
BA*

Kit 
BA

BB 
min.

BC BD 
max. qty.

Tap 
Size

Bolt 
Penetration 
Allowance

Frame AG AH AJ AK NEMA 
BA*

Kit 
BA

BB BD 
max.

BE 
nom.

qty. Tap 
Size

Recomm- 
ended Bolt 

Length

143TC 11.50 143TD 11.50

145TC 12.50 145TD 12.50

184TC 14.76 184TD 14.76

213TC 15.13 213TD 15.13

215TC 17.13 215TD 17.13

254TC 19.95 254TD 19.95

256TC 21.70 256TD 21.70

284TC 22.47 4.38 284TD 22.47 4.62

284TSC 22.47 3 284TSD 22.47 3.25

286TC 23.97 4.38 286TD 23.97 4.62

286TSC 23.97 53 286TSD 23.97 3.25

324TC 26.95 5 324TD 26.95 5.25

324TSC 26.95 3.5 324TSD 26.95 3.75

326TC 28.55 5 326TD 28.55 5.25

326TSC 28.55 3.5 326TSD 28.55 3.75

364TC 28.33 5.62 364TD 28.33  5.88

364TSC 28.33 3.5 364TSD 28.33   3.75

365TC 31.73   5.62 365TD 31.73     5.88

365TSC 31.73   3.5 365TSD 31.73     3.75

404TC 32.58     7 404TD 32.58     7.25

404TSC 32.58     4 404TSD 32.58     4.25

405TC 32.58     7 405TD 32.58     7.25

405TSC 32.58     4 405TSD 32.58     4.25

444TC 37.15 8.25 444TD 37.15 8.5

444TSC 37.15 4.5 444TSD 37.15 4.75

445TC 37.15 8.25 445TD 37.15 8.5

445TSC 37.15 4.5 445TSD 37.15 4.75

447TC 45.75 8.25 447TD 45.75 8.5

447TSC 45.75 4.5 447TSD 45.75 4.75
0.25 21.9 1 8 0.81

449TC 45.75 8.25 449TD 45.75 8.5

449TSC 45.75 4.5 449TSD 45.75 4.75

* = NEMA BA dimension (C flange kits installed on foot mount motors in 143T through 256T frame sizes 
result in a non-standard NEMA BA dimension, as the resulting BA dimension is still the same as the foot 
mount BA dimension. This is common in the industry)

143TC through 256TC frame motors with NEMA BA dimensions are available by factory order.

284TC frames & up have NEMA BA dimensions for both factory built and with C flange kits installed.

* = NEMA BA dimension ( D flange kits installed on foot mount motors in 143T through 256T frame sizes 
result in a non-standard NEMA BA dimension, as the resulting BA dimension is still the same as the foot 
mount BA dimension.This is common in the industry )

143TD through 256TD frame motors with NEMA BA dimensions are available by factory order.

284TD frames & up have NEMA BA dimensions for both factory built and with D flange kits installed.
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Dimensions (foot mount with drive end flange “kits” installed)

NORDIC-PE





Current at 460V  rotcaF rewoP ycneiciffE euqroT

HP Full Load 
r/min 

Frame 

Cat. No. 
Base 

Mount 
460 Volt 

Cat No. 
Base 
Mount 
575 Volt 

Code Full
Load
(A)

Locked
Rotor

(A)

Full 
Load 

(LB-FT) 

Locked 
Rotor 

% 

Break 
Down 

% 

Full 
Load 

% 

3/4 
Load 

% 

1/2 
Load 

% 

Full 
Load 

% 

3/4 
Load 

% 

1/2 
Load 

% 

Approx. 

Weight 
(lbs) 

1 3435 143T MUE400 MUE500 H 1.4 15 1.53 250 320 82.0 82.5 81.8 87.5 82.9 73.3 51 

1 1735 143T MUE401 MUE501 J 1.5 15 3.03 260 330 82.5 82.4 81.0 79.0 71.2 58.1 53 

1 1150 145T MUE402 MUE502 G 1.8 15 4.57 235 265 80.0 79.5 77.5 68.0 59.4 46.5 66 

1.5 3450 143T MUE403 MUE503 H 2.0 20 2.28 260 380 82.5 82.1 80.6 84.0 77.5 65.6 53 

1.5 1735 145T MUE404 MUE504 H 2.2 20 4.54 250 330 84.0 83.9 82.6 79.0 72.0 58.4 60 

1.5 1150 182T MUE405 MUE505 H 2.2 20 6.85 190 290 85.5 85.0 83.3 76.0 68.2 55.2 84 

2 3450 145T MUE406 MUE506 H 2.7 25 3.05 260 390 84.0 83.6 82.1 84.0 78.0 66.3 62 

2 1735 145T MUE407 MUE507 G 2.8 25 6.06 210 300 84.0 84.5 84.0 82.0 75.4 63.0 62 

2 1150 184T MUE408 MUE508 H 3.0 25 9.14 200 290 86.5 86.1 84.5 76.4 69.1 56.2 90 

3 3510 182T MUE409 MUE509 J 3.8 32 4.49 190 330 85.5 86.0 85.4 89.0 85.1 76.2 86 

3 1755 182T MUE410 MUE510 K 4.1 32 8.98 240 330 87.5 87.4 86.3 83.0 77.0 65.0 90 

3 1170 213T MUE411 MUE511 J 4.2 32 13.47 240 300 87.5 87.1 85.4 75.0 67.3 54.1 139 

5 3510 184T MUE412 MUE512 J 6.1 46 7.48 180 290 87.5 88.0 87.9 91.0 88.5 82.0 95 

5 1750 184T MUE413 MUE513 J 6.5 46 15.01 220 270 87.5 88.1 87.7 85.0 80.0 69.0 97 

5 1165 215T MUE414 MUE514 H 7.1 46 22.55 210 220 87.5 87.7 86.9 79.0 73.0 60.0 150 

7.5 3520 213T MUE415 MUE515 G 8.9 64 11.19 175 300 88.5 89.1 89.0 92.5 91.0 85.3 150 

7.5 1750 213T MUE416 MUE516 H 9.4 64 22.51 200 250 89.5 89.9 89.8 87.0 83.2 74.3 157 

7.5 1170 254T MUE417 MUE517 G 10.6 64 33.68 230 240 89.5 89.2 87.9 77.5 72.0 61.0 229 

10 3520 215T MUE418 MUE518 H 11.6 81 14.92 180 300 89.5 90.1 90.1 93.0 91.5 87.0 170 

10 1750 215T MUE419 MUE519 G 12.5 81 30.02 200 230 89.5 90.4 90.5 88.0 85.2 78.0 179 

10 1170 256T MUE420 MUE520 G 13.7 81 44.90 210 220 89.5 89.7 88.6 78.7 74.0 63.0 254 

15 3540 254T MUE421 MUE521 G 17.6 116 22.27 180 280 90.2 89.6 88.9 91.0 89.6 84.0 262 

15 1760 254T MUE422 MUE522 G 18.6 116 44.77 220 250 91.0 90.7 89.8 83.0 81.4 71.4 284 

15 1175 284T MUE423 MUE523 G 19.3 116 67.07 200 240 90.2 90.1 89.5 83.0 78.7 68.3 357 

20 3530 256T MUE424 MUE524 F 23.2 145 29.76 160 240 90.2 89.6 89.5 91.4 91.0 87.0 280 

20 1760 256T MUE425 MUE525 G 24.8 145 59.70 210 230 91.0 91.8 91.5 83.0 81.0 73.0 313 

20 1175 286T MUE426 MUE526 F 25.8 145 89.42 170 210 90.2 90.3 90.2 84.7 82.0 74.0 397 

25 3550 284TS MUE427 MUE527 F 28.9 183 37.00 170 260 91.0 91.0 90.7 91.5 90.0 85.4 395 

25 1770 284T MUE428 MUE528 G 29.6 183 74.20 190 280 92.4 91.7 91.1 87.0 83.4 74.7 412 

25 1180 324T MUE429 MUE529 F 31.9 183 111.30 170 220 91.7 91.7 91.2 83.5 80.6 71.7 498 

30 3550 286TS MUE430 MUE530 F 34.5 218 44.40 170 250 91.0 91.1 90.9 91.5 90.2 86.0 423 

30 1770 286T MUE431 MUE531 F 35.5 218 89.04 180 270 92.4 92.1 91.6 87.6 84.5 76.5 445 

30 1180 326T MUE432 MUE532 F 38.0 218 133.56 170 210 91.7 91.8 91.4 83.7 81.1 72.7 531 

40 3560 324TS MUE433 MUE533 G 46.5 290 59.07 180 280 91.7 91.2 90.3 89.0 86.9 80.0 558 

40 1770 324T MUE434 MUE534 E 47.1 290 118.72 200 250 93.0 92.2 91.1 89.0 86.8 80.6 560 

40 1180 364T MUE435 MUE535 F 47.4 290 178.08 200 210 93.0 93.0 92.6 85.8 83.0 76.0 747 

50 3560 326TS MUE436 MUE536 F 58.5 363 73.78 210 290 92.4 91.5 90.7 88.0 85.0 77.6 591 

50 1770 326T MUE437 MUE537 E 59.2 363 148.40 200 260 93.0 92.1 91.2 87.4 84.4 78.2 637 

50 1180 365T MUE438 MUE538 F 59.2 363 222.60 200 210 93.0 93.1 92.8 86.0 84.0 77.5 831 

60 3560 364TS MUE439 MUE539 F 67.5 435 88.55 180 250 93.0 92.3 91.7 92.8 92.4 90.0 785 

60 1775 364T MUE440 MUE540 F 69.4 435 177.58 190 230 93.6 93.4 92.9 88.0 86.3 80.2 805 

60 1185 404T MUE441 MUE541 F 70.0 435 266.00 170 220 93.6 93.7 93.4 87.0 85.2 78.7 930 

75 3560 365TS MUE442 MUE542 E 84.3 543 110.69 170 230 93.0 92.4 92.0 92.8 92.7 90.0 844 

75 1775 365T MUE443 MUE543 F 86.2 543 221.98 180 210 94.1 93.5 93.2 88.6 87.4 82.4 849 

75 1185 405T MUE444 MUE544 F 87.7 543 332.50 160 210 93.6 93.8 93.6 88.0 86.9 81.7 1076 

100 3570 405TS MUE445 MUE545 F 100.0 725 147.19 140 260 93.6 93.5 93.1 93.0 92.3 89.2 1023 

100 1780 405T MUE446 MUE546 F 114.0 725 295.17 170 240 94.5 94.3 93.9 89.0 87.6 82.0 1102 

100 1180 444T MUE447 MUE547 F 116.0 725 445.20 160 240 94.1 94.0 93.4 86.0 85.1 78.7 1380 

125 3575 444TS MUE448 MUE548 F 137.0 908 183.70 130 280 94.5 93.9 93.2 93.0 92.7 89.7 1349 

125 1780 444T MUE449 MUE549 F 141.0 908 368.93 190 230 94.5 94.4 94.1 90.0 89.0 87.3 1455 

125 1180 445T MUE450 MUE550 F 145.0 908 556.51 160 230 94.1 94.1 93.6 86.0 85.5 79.6 1543 

150 3575 445TS MUE451 MUE551 F 164.0 1085 220.42 150 290 94.5 94.0 93.3 93.6 93.0 90.0 1464 

150 1780 445T MUE452 MUE552 F 169.0 1085 442.74 220 250 95.0 94.6 94.2 90.0 89.0 87.5 1605 

150 1180 447T MUE453 MUE553 F 170.0 1085 667.80 170 240 95.0 94.5 94.0 87.0 85.3 78.8 1916 

200 3575 447TS MUE454 MUE554 F 215.0 1450 293.90 130 240 95.0 94.4 93.9 94.0 94.0 92.9 1770 

200 1780 447T MUE455 MUE555 F 223.0 1450 590.25 240 250 95.0 94.7 94.3 90.0 88.7 84.0 1887 

200 1180 449T MUE456 MUE556 F 227.0 1450 890.00 180 240 95.0 94.6 94.0 87.0 84.0 77.0 2134 
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NORDIC-PE performance Data:

1 3495 143t K 1.5 11.0 1.2 8.8 1.51 250 300 77.0 76.3 75.0 82.0 76.8 64.8 56

1 1750 143t K 1.5 11.0 1.2 8.8 3.02 250 300 85.5 85.0 83.6 78.0 70.6 58.1 51

1 1150 145t H 1.7 8.0 1.4 6.4 4.60 230 275 82.5 82.1 81.0 68.0 67.5 54.4 67

1.5 3495 143t K 2.0 16.0 1.6 12.8 2.26 250 300 84.4 85.2 84.9 84.0 84.7 75.4 59

1.5 1745 145t J 2.1 15.0 1.7 12.0 4.52 265 280 86.5 86.3 85.4 78.0 72.8 60.9 61

1.5 1180 182t H 2.2 14.0 1.8 11.2 6.69 200 285 87.5 87.2 85.5 75.0 68.1 54.3 97

2 3485 145t J 2.6 19.0 2.1 15.2 3.01 220 265 85.5 86.1 86.3 85.0 88.3 81.7 59

2 1740 145t J 2.8 19.0 2.2 15.2 6.04 260 280 86.5 86.8 86.2 78.0 75.4 64.2 64

2 1180 184t J 2.9 18.0 2.3 14.4 8.90 200 280 88.5 88.1 86.6 75.0 68.8 54.7 108

3 3540 182t J 3.8 30.0 3.0 24.0 4.46 200 280 87.1 87.3 86.5 87.0 85.1 76.3 106

3 1765 182t J 3.7 29.0 3.0 23.2 8.94 210 300 89.5 89.2 88.4 86.0 81.2 71.2 106

3 1180 213t J 4.2 29.0 3.4 23.2 13.38 200 250 89.5 89.6 88.5 75.0 73.1 61.1 161

5 3530 184t H 6.1 44.0 4.9 35.2 7.45 200 280 88.5 89.0 88.7 88.0 87.9 81.0 112

5 1755 184t H 6.1 42.0 4.9 33.6 14.98 220 270 89.5 89.2 88.7 86.0 82.2 72.8 112

5 1180 215t J 6.9 46.0 5.5 36.8 22.28 200 250 89.5 90.0 89.5 76.0 77.1 66.4 170

7.5 3535 213t H 9.0 59.0 7.2 47.2 11.19 210 280 89.7 90.0 89.5 88.0 89.3 83.6 176

7.5 1770 213t G 9.1 56.0 7.3 44.8 22.30 210 260 91.7 91.5 91.1 85.0 82.6 73.7 176

7.5 1185 254t G 10.3 59.0 8.2 47.2 33.07 220 250 91.0 91.1 90.4 75.0 74.0 63.2 278

10 3530 215t G 11.8 78.0 9.4 62.4 14.89 220 270 90.4 90.8 90.5 88.0 90.7 86.0 187

10 1765 215t F 12.1 69.0 9.7 55.2 29.79 200 250 91.7 91.8 91.6 85.0 84.5 76.8 194

10 1185 256t G 13.8 79.0 11.0 63.2 37.00 220 250 91.2 91.5 90.9 75.0 74.8 64.3 278

15 3560 254t G 17.4 113.0 13.9 90.4 22.15 210 260 91.2 91.2 90.9 89.0 91.9 88.1 291

15 1775 254t G 17.9 111.0 14.3 88.8 44.43 210 260 92.4 92.2 91.8 85.0 87.1 80.5 297

15 1185 284t G 19.0 108.0 15.2 86.4 66.55 210 250 91.7 91.6 91.1 81.0 79.6 70.0 421

20 3555 256t F 23.2 140.0 18.6 112.0 29.58 200 250 91.2 91.3 91.2 89.0 92.5 89.5 304

20 1775 256t G 23.7 144.0 19.0 115.2 59.24 200 250 93.0 92.6 92.2 85.0 87.8 81.8 322

20 1185 286t G 25.3 143.0 20.2 114.4 88.74 200 230 91.7 91.7 91.4 81.0 80.7 72.0 452

25 3565 284ts F 28.4 168.0 22.7 134.4 36.87 200 250 91.7 92.0 91.8 90.0 93.2 91.3 458

25 1775 284t F 28.8 167.0 23.0 133.6 74.05 200 245 93.6 93.2 92.8 87.0 88.3 82.9 465

25 1185 324t                                             F 30.7 169.0 24.6 135.2 110.92 200 230 93.0 93.0 92.5 82.0 80.6 71.9 522

30 3560 286ts F 34.1 201.0 27.3 160.8 44.31 200 240 91.9 92.3 92.2 90.0 93.1 91.3 500

30 1775 286t                                            F 34.5 194.0 27.6 155.2 88.86 210 250 93.6 93.4 93.1 87.0 89.0 84.3 507

30 1185 326t E 36.9 188.0 29.5 150.4 133.11 210 230 93.0 93.1 92.8 82.0 81.4 73.5 617

40 3570 324ts E 45.1 244.0 36.1 195.2 58.91 190 250 92.4 92.1 91.6 90.0 90.9 86.9 557

40 1780 324t F 45.3 271.0 36.2 216.8 118.15 190 250 94.1 93.7 93.3 88.0 86.0 79.3 586

40 1190 364t G 46.3 285.0 37.0 228.0 176.73 220 240 94.1 94.1 93.6 86.0 83.5 76.4 797

50 3570 326ts E 56.0 299.0 44.8 239.2 73.64 185 250 93.0 92.8 92.4 90.0 91.4 87.9 709

50 1780 326t F 56.3 340.0 45.0 272.0 147.69 200 250 94.5 94.0 93.7 88.0 87.2 81.1 749

50 1190 365t F 57.9 341.0 46.3 272.8 220.91 200 230 94.1 94.2 93.8 86.0 84.3 77.8 848

60 3575 364ts F 66.7 403.0 53.4 322.4 88.24 190 250 93.6 93.4 93.0 90.0 93.4 91.1 841

60 1785 364t F 68.0 412.0 54.4 329.6 176.73 190 250 95.0 94.1 93.8 87.0 87.2 81.2 826

60 1190 404t F 69.2 406.0 55.4 324.8 265.10 190 240 94.5 94.4 94.1 86.0 85.0 78.0 1002

75 3575 365ts F 83.4 479.0 66.7 383.2 110.32 180 230 93.6 93.8 93.6 90.0 93.2 91.1 877

75 1785 365t F 84.7 521.0 67.8 416.8 220.95 200 250 95.4 94.5 94.1 87.0 87.7 81.9 885

75 1190 405t G 86.5 531.0 69.2 424.8 331.43 190 230 94.5 94.7 94.3 86.0 85.2 78.5 1178

100 3575 405ts F 110.0 667.0 88.0 533.6 147.07 180 250 94.1 94.2 94.0 91.0 92.7 90.2 1070

100 1785 405t F 113.0 674.0 90.4 539.2 294.55 180 250 95.4 94.8 94.4 87.0 86.2 79.7 1161

100 1190 444t F 115.0 691.0 92.0 552.8 441.83 180 230 95.0 94.8 94.3 86.0 83.3 75.5 1496

125 3580 444ts F 136.0 810.0 108.8 648.0 183.58 165 230 95.0 95.0 94.0 91.0 92.0 89.0 1445

125 1790 444t F 140.0 828.0 112.0 662.4 367.16 180 240 95.4 95.0 94.7 88.0 89.5 85.1 1502

125 1190 445t F 144.0 852.0 115.2 681.6 552.28 180 230 95.0 95.0 94.6 86.0 84.3 77.3 1720

150 3580 445ts F 163.0 980.0 130.4 784.0 220.30 160 230 95.0 95.1 93.8 91.0 92.1 89.4 1599

150 1790 445t F 167.0 982.0 133.6 785.6 440.59 170 240 95.8 95.3 94.9 88.0 90.3 86.6 1762

150 1190 447t F 171.0 1041.0 136.8 832.8 662.74 170 230 95.8 95.3 94.8 86.0 85.3 78.8 2084

200 3580 447ts F 214.0 1284.0 171.2 1027.2 293.73 170 220 95.4 95.1 93.8 92.0 92.3 90.5 1907

200 1790 447t F 222.0 1325.0 177.6 1060.0 587.46 185 240 96.2 95.6 95.2 88.0 90.5 86.7 2018

200 1190 449t F 228.0 1376.0 182.4 1100.8 883.65 170 220 95.8 95.5 95.1 86.0 86.1 80.3 2282

250 3580 449t F 266.0 1550.0 212.8 1240.0 367.16 180 220 95.8 95.4 94.3 92.0 92.4 91.0 2216

250 1790 449t F 277.0 1667.0 221.6 1333.6 734.32 185 230 96.2 95.8 95.5 88.0 91.1 88.0 2480

Note: For current at 230V, multiply 460V values by 2.  
        For current at 208V, multiply 460V values by 2.2 
         For current at 575 volts, multiply 460 volts value by 0.80.          





Frame rpm Fig.
H 

dia.
# of 
Holes BA D 2E 2F1 2F2 2FF1 2FF2 U N-W R ES S A AA AB AC B C G J L O P T DE NDE

143T 5.316.0--4482lla

145T 5.418.64455214lla

--5.45.4820063

7.44 9.1
5.45.45.55.52140081

--5.45.4820021

184T 7.957.118.75.45.45.55.5214lla

213T --5.55.541 7.5 18 8.19

215T 5.55.57783 9.0 20                                    8.94

254T 67.015.320.81--52.852.841

256T 57.112.5212.552.852.8010183

284T 6.625.082.3195.126.4578.1

284TS 2.52573.019.1614.152.3526.1

286T 1.825.082.3195.126.4578.1

286TS 6.72573.019.1614.152.3526.1

324T 7.135.019.3548.152.5521.2

324TS 2.035.030.2195.157.3578.1

326T 3.335.019.3548.152.5521.2

326TS 7.135.030.2195.157.3578.1

364T 2.375 5.88 2.021 4.28 0.625 33.7

364TS 5.135.030.2195.157.3578.1

365T 1.73526.082.4120.288.5573.2

365TS 7.435.030.2195.157.3578.1

404T 9357.056.554.252.7578.2

404TS 365.087.2548.152.4521.2

405T 93
19.0

57.056.554.252.7578.2

405TS 365.087.2548.152.4521.2

444T 8136813UN578.019.688.25.8573.3

444TS 6136613641.4

45.1

526.030.3120.257.4573.2

445T 8136813UN45.1578.019.688.25.8573.3

445TS 613661361.44526.030.3120.257.4573.2

447T 3 0.81 8 7.5 11 18 20 20 16.5 16.5 3.375 8.5 2.88 6.91 0.875 22 19.7     14.76 28.0 53.6      1.38 3.46 24.43      22.5        23.1 3.7     NU320  6320

447TS 3 0.81 8 7.5 11 18 20 20 16.5 16.5 2.375 4.75 2.021 3.03 0.625 22 19.7 14.76 28.0 50.0      1.38 3.46 24.43      22.5        23.1 3.7 6316     6316

447TZ 3 0.81 8 7.5 11 18 20 20 16.5 16.5 3.375 10.125 2.88 8.54 0.875 22 19.7    14.76 28.0 55.4 1.38 3.46 24.43      22.5        23.1 3.7 NU320 6320

449T 3 0.81 8 7.5 11 18 25 25 20 20 3.375 8.5 2.88 6.91 0.875 22 19.7 14.76 28.0 53.6        1.38 3.46 24.43      22.5        23.1 3.7      NU320 6320

449TS 3 0.81 8 7.5 11 18 25 25 20 20 2.375 4.75 2.021 3.03 0.625 22 19.7 14.76 28.0 50.0        1.38      3.46 24.43      22.5        23.1 3.7 6316 6316

449TZ 3 0.81 8 7.5 11 18 25 25 20 20 3.375 10.125 2.88 8.54 0.875 22 19.7 14.76 28.0 55.4 1.38 3.46 24.43      22.5        23.1 3.7 NU320 6320

14.5 14.5 - -

6314
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6312
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3.00 
NPT
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20.12 20.3

2.520.12 20.3
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3 6.62 10 16 3.15 17.9713.75 13.75

0.41

3.00 
NPT 18.8

6316

0252.2152.21 3.00 
NPT 18.8 12.2

2.512.2 19.0  

12.85

17.97

18 0.98       3.11

1 6.62 10 16

1

3 3.00 
NPT 17.511.25 11.25

3.00 
NPT 17.5

5.88 9 18.31 18.1       2.516.79

2.5

6314

2.5

6311

2.35

15.12 18.31     18.1

1.97

14.6 15.1

11.95

12.85 16.3

0.81 20-12.25 12.25 -

14 12.25 12.25

0.81

14

0.66 8

11 18

8

4

8

11.25 11.25 -0.66 5.88 94

5.01 2.00 
NPT 155.0121213 0.66 5.25 8 12.58

2.00 
NPT 15

0.98 2.76

10.9 14.8 0.98

10.9 16.3

16.7 2.5

6312

5.25 8 12.5 10.5 10.5 -

16.7

0.98 3.11

415.9 1.50 
NPT 76.22.41

2.76

14      0.94

14.6

16.4

12.70

14.61 16.4

15.35

9.53 0.53 4.75 7 11 10

1.625 4.00 1.416 2.91 2.35

5.25 8.5

6309

10

13.6

0.312

0.83 2.56

1.375

13.60.375

10.52.41 10.9

12.5 1.25 
NPT 11 8.6

7.1

6206LL

10.9 1.97787.0102.183.35.3 1.00 
NPT

7.7 16.2 0.669

6208LL6208LL

1.779 3/4 
NPT

7.8 6.1

6205LL 6205LL

52.087.1689.057.2521.15.75.457.2

1.45 7.3 7.2
No 
eye 
bolt

3/4 
NPT

1.41 0.188578.05.55.352.2

all

all

 7  6.7 5 .512

15.11 1.50 
NPT 14.2      10

OVERALL

0.53 4.75

0.41

0.34

MOUNTING

53.294.0

2.25 0.771

all

BEARINGS

2.767 11 9.5 -

4

SHAFT KEYWAY

all

all

0.81

9.5

all

all

all

all

11 11

all 12.5 

0.53 4.25 6.25 10

182T

all

4

8

4

all

1 0.66

all

all

min.

-

-

-

16

16

18

18

14

2F1 & 2FF1 dimensions (2FF1 only where present) are applicable in F1 mounting position.  2F2 & 2FF2 dimensions (2FF2 only where present) are applicable in F2 mounting position.
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2F2
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2FF1
2F1

Fig. 1 Fig. 2 Fig. 3 Fig. 4

9.4 1.58  6206LL

NORDIC-PE TEFC Dimension Data (inches)



Extra Low Loss Magnetic Silicon Steel

Plated Hardware

Precision Air Gap

Rigid Cast Iron Construction

Thick V-Ring Slinger

Corona & Spike Resistant
Magnet Wire, VFD Duty

Colour Coded
Shaft Protectors
3600 RPM = Yellow
1800 RPM = Red
1200 RPM = Blue

Pre-Packed, Double Sealed,
Oversized NSK/SKF Bearings
up to 210T Frame

Open, Regreaseable,
Oversized NSK/SKF Bearings 
above 210T Frame

Corrosion Resistant
Internal Epoxy Primer

High Efficiency
Non-Sparking Fan

Cast Iron
Fan Covers
Standard 
On Frames 
405T–449T

Corrosion Resistant
External Epoxy 
Primer And Paint

Polyrex EM
Polyurea Grease
Specially Formulated
For Electric Motors

Cast Iron
Internal Bearing Caps

Non-Hygroscopic VPI
Winding Treatment

Dynamically Balanced Rotor

Clearly Numbered Lead Gasket and Lead Markers

Oversized Cast Iron Conduit Box, Rotatable in 90˚ Increments

Hex Head Fasteners

Corrosion Resistant Coating

Class F Windings
with Max. Class B
Temperature Rise

ULTRAline-PE Cross-Section View

THINK

Note: Construction Varies With Frame Size.

THINK QUALITY
AG

BB min

BA AH

BC

AK BD

BF

AJ

45 Deg.

AG
BE

BB

AK BD

BA AH BF

AJ

45 Deg.

Frame AG AH AJ AK NEMA 
BA*

Kit 
BA

BB 
min.

BC BD 
max. qty.

Tap 
Size

Bolt 
Penetration 
Allowance

Frame AG AH AJ AK NEMA 
BA*

Kit 
BA

BB BD 
max.

BE 
nom.

qty. Tap 
Size

Recomm- 
ended Bolt 

Length

143TC 11.50 143TD 11.50

145TC 12.50 145TD 12.50

184TC 14.76 184TD 14.76

213TC 15.13 213TD 15.13

215TC 17.13 215TD 17.13

254TC 19.95 254TD 19.95

256TC 21.70 256TD 21.70

284TC 22.47 4.38 284TD 22.47 4.62

284TSC 22.47 3 284TSD 22.47 3.25

286TC 23.97 4.38 286TD 23.97 4.62

286TSC 23.97 53 286TSD 23.97 3.25

324TC 26.95 5 324TD 26.95 5.25

324TSC 26.95 3.5 324TSD 26.95 3.75

326TC 28.55 5 326TD 28.55 5.25

326TSC 28.55 3.5 326TSD 28.55 3.75

364TC 28.33 5.62 364TD 28.33  5.88

364TSC 28.33 3.5 364TSD 28.33   3.75

365TC 31.73   5.62 365TD 31.73     5.88

365TSC 31.73   3.5 365TSD 31.73     3.75

404TC 32.58     7 404TD 32.58     7.25

404TSC 32.58     4 404TSD 32.58     4.25

405TC 32.58     7 405TD 32.58     7.25

405TSC 32.58     4 405TSD 32.58     4.25

444TC 37.15 8.25 444TD 37.15 8.5

444TSC 37.15 4.5 444TSD 37.15 4.75

445TC 37.15 8.25 445TD 37.15 8.5

445TSC 37.15 4.5 445TSD 37.15 4.75

447TC 45.75 8.25 447TD 45.75 8.5

447TSC 45.75 4.5 447TSD 45.75 4.75
0.25 21.9 1 8 0.81

449TC 45.75 8.25 449TD 45.75 8.5

449TSC 45.75 4.5 449TSD 45.75 4.75

* = NEMA BA dimension (C flange kits installed on foot mount motors in 143T through 256T frame sizes 
result in a non-standard NEMA BA dimension, as the resulting BA dimension is still the same as the foot 
mount BA dimension. This is common in the industry)

143TC through 256TC frame motors with NEMA BA dimensions are available by factory order.

284TC frames & up have NEMA BA dimensions for both factory built and with C flange kits installed.

* = NEMA BA dimension ( D flange kits installed on foot mount motors in 143T through 256T frame sizes 
result in a non-standard NEMA BA dimension, as the resulting BA dimension is still the same as the foot 
mount BA dimension.This is common in the industry )

143TD through 256TD frame motors with NEMA BA dimensions are available by factory order.

284TD frames & up have NEMA BA dimensions for both factory built and with D flange kits installed.

BF HOLE
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2.75

0.25

0.25

3.12
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11 0.5
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3.5

92.25 0.16 0.12 6.5 4

8.5

7.25
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2.12 4.55.875 2.75* 0.2552.2*57.20152.265.061-8/3

BF HOLE

1.250.534

4
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4.7510.5
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9

8

0.7510

4

4

4

4.25*0.75

1/2-13 0.75

1

1/2-13

1/2-13
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182TD 13.74
2.75 10

1.250.5 0.53

0.5 4 0.53 1.259

140.25

9 0.25

4.25

3.5

4.75*11

11

5/8-11

0.255.2157.052.1152.0 57.431-2/1 11

0.25

457.08.5 12.54.25

16

0.25 0.25

14

12.5

5.25

5.88

14

12.5

0.25 0.257.5

0.257.5

11

14 16

2

2

18 0.75 4

18 0.75 4

0.81

0.81

0.945/8-118

14

15.5

18

8

8 0.945/8-11

0.25

0.94

0.94

16 14

16 14

5.25

5.88

0.94

11

5/8-11

818

0.25 0.25

0.25 0.25

0.25

5/8-11

4

14 0.75

20 18 7.5

20 18 7.5

4 0.81

6.62

C  Flange Kits ( see Fig.5 ) D  Flange Kits ( see Fig.6 )

3.50* 2.75 0.250.25 0.128.5
182TC

2.2520 18 6.62

13.74

11

9

2.25

2.25

0.25 21.9

0.25 21.9 1

0.81

8 0.81

2.62 7.25 3.50* 9 4

4 0.81 2

4.75 4.75

5.25 5.25

5.88 5.88

6.62 6.62

7.5 7.5

7.5 7.5

Figure 5 Figure 6

Dimensions (foot mount with drive end flange “kits” installed)

NORDIC-PE TEFC C-Face Dimension Data (inches) NORDIC-PE TEFC D-Face Dimension Data (inches)



Current at 460V  rotcaF rewoP ycneiciffE euqroT

HP Full Load 
r/min 

Frame 

Cat. No. 
Base 

Mount 
460 Volt 

Cat No. 
Base 
Mount 
575 Volt 

Code Full
Load
(A)

Locked
Rotor

(A)

Full 
Load 

(LB-FT) 

Locked 
Rotor 

% 

Break 
Down 

% 

Full 
Load 

% 

3/4 
Load 

% 

1/2 
Load 

% 

Full 
Load 

% 

3/4 
Load 

% 

1/2 
Load 

% 

Approx. 

Weight 
(lbs) 

1 3435 143T MUE400 MUE500 H 1.4 15 1.53 250 320 82.0 82.5 81.8 87.5 82.9 73.3 51 

1 1735 143T MUE401 MUE501 J 1.5 15 3.03 260 330 82.5 82.4 81.0 79.0 71.2 58.1 53 

1 1150 145T MUE402 MUE502 G 1.8 15 4.57 235 265 80.0 79.5 77.5 68.0 59.4 46.5 66 

1.5 3450 143T MUE403 MUE503 H 2.0 20 2.28 260 380 82.5 82.1 80.6 84.0 77.5 65.6 53 

1.5 1735 145T MUE404 MUE504 H 2.2 20 4.54 250 330 84.0 83.9 82.6 79.0 72.0 58.4 60 

1.5 1150 182T MUE405 MUE505 H 2.2 20 6.85 190 290 85.5 85.0 83.3 76.0 68.2 55.2 84 

2 3450 145T MUE406 MUE506 H 2.7 25 3.05 260 390 84.0 83.6 82.1 84.0 78.0 66.3 62 

2 1735 145T MUE407 MUE507 G 2.8 25 6.06 210 300 84.0 84.5 84.0 82.0 75.4 63.0 62 

2 1150 184T MUE408 MUE508 H 3.0 25 9.14 200 290 86.5 86.1 84.5 76.4 69.1 56.2 90 

3 3510 182T MUE409 MUE509 J 3.8 32 4.49 190 330 85.5 86.0 85.4 89.0 85.1 76.2 86 

3 1755 182T MUE410 MUE510 K 4.1 32 8.98 240 330 87.5 87.4 86.3 83.0 77.0 65.0 90 

3 1170 213T MUE411 MUE511 J 4.2 32 13.47 240 300 87.5 87.1 85.4 75.0 67.3 54.1 139 

5 3510 184T MUE412 MUE512 J 6.1 46 7.48 180 290 87.5 88.0 87.9 91.0 88.5 82.0 95 

5 1750 184T MUE413 MUE513 J 6.5 46 15.01 220 270 87.5 88.1 87.7 85.0 80.0 69.0 97 

5 1165 215T MUE414 MUE514 H 7.1 46 22.55 210 220 87.5 87.7 86.9 79.0 73.0 60.0 150 

7.5 3520 213T MUE415 MUE515 G 8.9 64 11.19 175 300 88.5 89.1 89.0 92.5 91.0 85.3 150 

7.5 1750 213T MUE416 MUE516 H 9.4 64 22.51 200 250 89.5 89.9 89.8 87.0 83.2 74.3 157 

7.5 1170 254T MUE417 MUE517 G 10.6 64 33.68 230 240 89.5 89.2 87.9 77.5 72.0 61.0 229 

10 3520 215T MUE418 MUE518 H 11.6 81 14.92 180 300 89.5 90.1 90.1 93.0 91.5 87.0 170 

10 1750 215T MUE419 MUE519 G 12.5 81 30.02 200 230 89.5 90.4 90.5 88.0 85.2 78.0 179 

10 1170 256T MUE420 MUE520 G 13.7 81 44.90 210 220 89.5 89.7 88.6 78.7 74.0 63.0 254 

15 3540 254T MUE421 MUE521 G 17.6 116 22.27 180 280 90.2 89.6 88.9 91.0 89.6 84.0 262 

15 1760 254T MUE422 MUE522 G 18.6 116 44.77 220 250 91.0 90.7 89.8 83.0 81.4 71.4 284 

15 1175 284T MUE423 MUE523 G 19.3 116 67.07 200 240 90.2 90.1 89.5 83.0 78.7 68.3 357 

20 3530 256T MUE424 MUE524 F 23.2 145 29.76 160 240 90.2 89.6 89.5 91.4 91.0 87.0 280 

20 1760 256T MUE425 MUE525 G 24.8 145 59.70 210 230 91.0 91.8 91.5 83.0 81.0 73.0 313 

20 1175 286T MUE426 MUE526 F 25.8 145 89.42 170 210 90.2 90.3 90.2 84.7 82.0 74.0 397 

25 3550 284TS MUE427 MUE527 F 28.9 183 37.00 170 260 91.0 91.0 90.7 91.5 90.0 85.4 395 

25 1770 284T MUE428 MUE528 G 29.6 183 74.20 190 280 92.4 91.7 91.1 87.0 83.4 74.7 412 

25 1180 324T MUE429 MUE529 F 31.9 183 111.30 170 220 91.7 91.7 91.2 83.5 80.6 71.7 498 

30 3550 286TS MUE430 MUE530 F 34.5 218 44.40 170 250 91.0 91.1 90.9 91.5 90.2 86.0 423 

30 1770 286T MUE431 MUE531 F 35.5 218 89.04 180 270 92.4 92.1 91.6 87.6 84.5 76.5 445 

30 1180 326T MUE432 MUE532 F 38.0 218 133.56 170 210 91.7 91.8 91.4 83.7 81.1 72.7 531 

40 3560 324TS MUE433 MUE533 G 46.5 290 59.07 180 280 91.7 91.2 90.3 89.0 86.9 80.0 558 

40 1770 324T MUE434 MUE534 E 47.1 290 118.72 200 250 93.0 92.2 91.1 89.0 86.8 80.6 560 

40 1180 364T MUE435 MUE535 F 47.4 290 178.08 200 210 93.0 93.0 92.6 85.8 83.0 76.0 747 

50 3560 326TS MUE436 MUE536 F 58.5 363 73.78 210 290 92.4 91.5 90.7 88.0 85.0 77.6 591 

50 1770 326T MUE437 MUE537 E 59.2 363 148.40 200 260 93.0 92.1 91.2 87.4 84.4 78.2 637 

50 1180 365T MUE438 MUE538 F 59.2 363 222.60 200 210 93.0 93.1 92.8 86.0 84.0 77.5 831 

60 3560 364TS MUE439 MUE539 F 67.5 435 88.55 180 250 93.0 92.3 91.7 92.8 92.4 90.0 785 

60 1775 364T MUE440 MUE540 F 69.4 435 177.58 190 230 93.6 93.4 92.9 88.0 86.3 80.2 805 

60 1185 404T MUE441 MUE541 F 70.0 435 266.00 170 220 93.6 93.7 93.4 87.0 85.2 78.7 930 

75 3560 365TS MUE442 MUE542 E 84.3 543 110.69 170 230 93.0 92.4 92.0 92.8 92.7 90.0 844 

75 1775 365T MUE443 MUE543 F 86.2 543 221.98 180 210 94.1 93.5 93.2 88.6 87.4 82.4 849 

75 1185 405T MUE444 MUE544 F 87.7 543 332.50 160 210 93.6 93.8 93.6 88.0 86.9 81.7 1076 

100 3570 405TS MUE445 MUE545 F 100.0 725 147.19 140 260 93.6 93.5 93.1 93.0 92.3 89.2 1023 

100 1780 405T MUE446 MUE546 F 114.0 725 295.17 170 240 94.5 94.3 93.9 89.0 87.6 82.0 1102 

100 1180 444T MUE447 MUE547 F 116.0 725 445.20 160 240 94.1 94.0 93.4 86.0 85.1 78.7 1380 

125 3575 444TS MUE448 MUE548 F 137.0 908 183.70 130 280 94.5 93.9 93.2 93.0 92.7 89.7 1349 

125 1780 444T MUE449 MUE549 F 141.0 908 368.93 190 230 94.5 94.4 94.1 90.0 89.0 87.3 1455 

125 1180 445T MUE450 MUE550 F 145.0 908 556.51 160 230 94.1 94.1 93.6 86.0 85.5 79.6 1543 

150 3575 445TS MUE451 MUE551 F 164.0 1085 220.42 150 290 94.5 94.0 93.3 93.6 93.0 90.0 1464 

150 1780 445T MUE452 MUE552 F 169.0 1085 442.74 220 250 95.0 94.6 94.2 90.0 89.0 87.5 1605 

150 1180 447T MUE453 MUE553 F 170.0 1085 667.80 170 240 95.0 94.5 94.0 87.0 85.3 78.8 1916 

200 3575 447TS MUE454 MUE554 F 215.0 1450 293.90 130 240 95.0 94.4 93.9 94.0 94.0 92.9 1770 

200 1780 447T MUE455 MUE555 F 223.0 1450 590.25 240 250 95.0 94.7 94.3 90.0 88.7 84.0 1887 

200 1180 449T MUE456 MUE556 F 227.0 1450 890.00 180 240 95.0 94.6 94.0 87.0 84.0 77.0 2134 

250

250

250

3575 

1785 

1190 

449T 

449T 

587UZ 

MUE457

MUE458 

MUA459 

MUE557 

MUE558 

MUA559 

F

F

F

272.0

296.0

287.0

Current at 575V

Full
Load
(A)

Locked
Rotor

(A)

1825 

1825 

1751 

1.1 12 

1.2 12 

12 1.4 

1.6 

1.8 

1.8 

16 

16 

16 

2.2 

2.2 

2.4 

20 

20 

20 

3.0 

3.3 

3.4 

26 

26 

26 

4.9

5.2

5.7

37

37

37

7.1 

7.5

8.5

51

51

51

9.3

10.0

11.0

65

65

65

14.1

14.9

15.4

93

93

93

18.6

19.8

20.6

116

116

116

23.1

23.7

25.5

146

146

146

27.6

28.4

30.4

174

174

174

37.2

37.7

37.9

232

232

232

46.8

47.4

47.4

290

290

290

54.0

55.5

56.0

348

348

348

67.4

69.0

70.2

434

434

434

80.0

91.2

92.8

580

580

580

109.6

112.8

116.0

726

726

726

131.2

135.2

136.0

868

868

868

172.0

178.4

181.6

1160

1160

1160

218.0

237.0

230.0

1460

1460

1401

366.30

735.80

1103.00

170

230

220

240

200

240

93.6

93.0

94.7

94.3

93.6

94.5

93.7

92.8

93.6

92.0

85.0

86.0

93.0

84.7

83.6

90.6

78.5

75.9

2048

2137

3630

Note: For current at 230V, multiply 460V values by 2.  For current at 208V, multiply 460V values by 2.2.  For C-Flange, Add Suffix “C” to Cat. No.  For D-Flange, Add Suffix “D” to Cat. No.

T4 T5 T6

T7 T8 T9

T1 T2 T3

L1 L2 L3

T4 T5 T6

T7 T8 T9

T1 T2 T3

L1 L2 L3

T10 T11 T12
T12 T10 T11 T12 T10 T11

T4 T5 T6
T7 T8 T9 T7 T8 T9

T6 T4 T5 T7 T8 T9 T6 T4 T5

T1 T2 T3 T1 T2 T3 T1 T2 T3

L1 L2 L3 L1 L2 L3 L1 L2 L3

T10 T11 T12
T7 T8 T9 T7 T8 T9

T4 T5 T6 T7 T8 T9 T4 T5 T6

T12 T10 T11 T4 T5 T6 T12 T10 T11

T1 T2 T3 T1 T2 T3 T1 T2 T3

L1 L2 L3 L1 L2 L3 L1 L2 L3

T12 T10 T11
T12 T10 T11 T12 T10 T11

T6 T4 T5
T6 T4 T5 T6 T4 T5

T7 T8 T9 T7 T8 T9 T7 T8 T9

T1 T2 T3 T1 T2 T3 T1 T2 T3

L1 L2 L3 L1 L2 L3 L1 L2 L3

T1 T2 T3

L1 L2 L3

T4 T5 T6
T6 T4 T5 T6 T4 T5

T1 T2 T3 T1 T2 T3

L1 L2 L3 L1 L2 L3 L1 L2 L3

connections for direct-on-line full voltage starting

high voltage ( 460 )

connections for direct-on-line full voltage starting

( 460 volt only )

( 12 leads )
150 HP to 250 HP

low voltage ( 208 - 230 ) Wye START low voltage ( 208 - 230 ) Delta RUN

high voltage ( 460 ) Wye START high voltage ( 460 ) Delta RUN

7.5 HP to 125 HP

( 12 leads )

low voltage ( 208 - 230 )

high voltage ( 460 )

not applicable

optional connections for wye-delta starting ( wye start - delta run )

( these connections are only suitable for use with wye-delta type magnetic starters )

low voltage ( 208 - 230 )

high voltage ( 460 )

< = 5 HP ( 9 leads )

208 - 230 / 460V

> = 7.5 HP ( 6 leads )

Wye START Delta RUN

575V optional connections for wye-delta starting ( wye start - delta run )

( these connections are only suitable for use with wye-delta type magnetic starters )

< = 5 HP ( 3 leads ) not applicable

high voltage ( 460 ) Wye START high voltage ( 460 ) Delta RUN

NORDIC-PE Connection Diagrams




